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radius of the LPG carrier while the
vessel departs the LPG facility and
transits the Arthur Kill, Ward Point
Bend West and East Reach, Raritan
Bay West and East Reach, and Sandy
Hook Channel. The safety zone remains
in effect until the LPG vessel passes
the Scotland Lighted Horn Buoy ‘‘S’’
(LLNR 1619) at the entrance to the
Sandy Hook Channel.

(b) The general regulations governing
safety zones contained in 33 CFR 165.23
apply.

(c) The Captain of the Port will no-
tify the maritime community of peri-
ods during which this safety zone will
be in effect by providing advance no-
tice of scheduled arrivals and depar-
tures of loaded LPG vessels via a Ma-
rine Safety Information Radio Broad-
cast.

[CGD3 84–08, 49 FR 25447, June 21, 1984. Redes-
ignated by CGD 87–008b, 52 FR 25218, July 6,
1987]

§ 165.161 Safety Zone; Annual ‘‘Fire-
works on the Navesink’’ Fireworks
Display, Navesink River, Red Bank,
New Jersey.

(a) Location. All waters between the
north and south shores of the Navesink
River, including Red Bank Reach, ex-
tending approximately 300 yards east
and 300 yards east and 300 yards west of
the fireworks platform anchored off of
Red Bank, New Jersey, at or near 40°21′
20′ ′N latitude, 074°04′ 10′ ′W (NAD 1983).
The safety zone is bound by the fol-
lowing points: 40°21′ 15′ ′N latitude,
074°03′ 57′ ′W longitude; to 40°21′ 43′ ′N
latitude, 074°03′ 57′ ′W longitude; and
40°21′ 20′ ′N latitude, 074°04′ 25′ ′W lon-
gitude; to 40°21′ 30′ ′N latitude, 074°04′
25′ ′W longitude (NAD 1983).

(b) Effective period. This section is in
effect annually on the third of July,
from 8 p.m. until 11 p.m., unless ex-
tended or terminated sooner by the
Captain of the Port, New York. If the
fireworks display is cancelled because
of bad weather, this section is in effect
on the fourth of July, at the same
times, unless extended or terminated
sooner by the Captain of the Port, New
York. The effective period will be an-
nounced annually via Safety Marine
Information Broadcasts and locally
issued notices.

(c) Regulations. (1) The general regu-
lations contained in 33 CFR 165.23
apply.

(2) All persons and vessels shall com-
ply with the instructions of the Coast
Guard Captain of the Port or the des-
ignated on scene patrol personnel. U.S.
Coast Guard patrol personnel include
commissioned, warrant, and petty offi-
cers of the Coast Guard. Upon being
hailed by a U.S. Coast Guard vessel via
siren, radio, flashing light, or other
means, the operator of a vessel shall
proceed as directed.

[CGD01–95–025, 60 FR 32271, June 21, 1995]

§ 165.162 Safety Zone: New York Super
Boat Race, Hudson River, New
York.

(a) Regulated area. The following area
is a safety zone: All waters of the
Lower Hudson River south of a line
drawn from the northwest corner of
Pier 76 in Manhattan to a point on the
New Jersey shore in Weehawken, New
Jersey at approximate position
40°45′52″N 074°01′01″W (NAD 1983) and
north of a line connecting the fol-
lowing points (all coordinates are NAD
1983):

Latitude Longitude

40°42′16.0″N ............. 074°01′09.0″W, then south to
40°41′55.0″N ............. 074°01′16.0″W, then west to
40°41′47.0″N ............. 074°01′36.0″W, then northwest to
40°41′55.0″N ............. 074°01′59.0″W, then to shore at
40°42′20.5″N ............. 074°02′06.0″W.

(b) Regulations. (1) Vessels not par-
ticipating in this event, swimmers, and
personal watercraft of any nature are
prohibited from entering or moving
within the regulated area unless au-
thorized by the Patrol Commander.

(2) All persons and vessels shall com-
ply with the instructions of the Coast
Guard Captain of the Port or the de-
signed on-scene-patrol personnel.
These personnel comprise commis-
sioned, warrant, and petty officers of
the Coast Guard. Upon being hailed by
a U.S. Coast Guard vessel by siren,
radio, flashing light, or other means,
the operator of a vessel shall proceed
as directed.

(c) Effective period. This section is in
effect annually from 10 a.m. until 4
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